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MEDIA RELEASE
GENFLEX INTRODUCES SIX SPIRAL PRESSURE TESTED

HYDRAULIC HOSE TO RANGE

Genflex Hydraulics has introduced its highest rated six spiral, pressure tested SAE100R13 hydraulic hose to its extensive range of product offerings.
The six spiral, SAE100R13 2 inch hydraulic hose has a working pressure of 350 bar (+- 5,000 PSI) and its burst pressure is rated at 1,400 bar (+- 20,000 PSI).
David Michelle, Genflex Director said “This pressure tested SAE100R13 is used mainly on raise boring machines, huge earthmoving machinery and specialised safety equipment in the mining, construction and industrial sectors. 
“Genflex offers the SAE100R13 pressure tested guarantee. In order to fulfill that warranty customers should allow time for the pressure certification process to be completed satisfactorily. Any large bore hose which is required in a critical position on equipment such as mine winding equipment, lifting equipment, should, for safeties sake, be pressure tested and certificated to eliminate any chance of failure” he said.
The SAE100R13 is currently available only from Genflex head office in Alrode South and not from our branches.

Genflex also offers a range of adaptors and hydraulic fittings, and whilst some competitors are offering newly designed fittings which have a shorter tail length and collar Genflex only uses traditional hydraulic fittings, which they believe, have a more reliable staying power than the shorter fittings.
Further information is available from: David Michelle, Genflex Hydraulics, Tel: 011 900 3235/6/7 Fax: 011 900 4598 e-mail: Genflex@iafrica.com. www.genflex.co.za
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